PADELPHA P






VSN 'VIHATAAVTIHd
SYUOM 114 ANV TIALS “TOOL ‘MVS INOLSATN ¥
AALVHOJUODNT b 5 STADV €9

SATROTANA 0095 SNOS ® NOLSSIA XINIH : " 0F81 QAHSITEVISH




IMPORTANT NOTICE

FLUCTUATING prices of raw materials
and labor have made changes in the
selling price of our products, from time
to time, unavoidable. Therefore, this
catalog is used only to illustrate and de-
scribe the various Disston products—the
list prices shown are not intended as an
accurate indication of the selling price of
Disston Saws, Files and Tools.

We request that anyone wishing the
correct selling price of any item listed in
the catalog consult their local dealer or,
if this is not convenient, write directly to
us for prices on items in which they are
interested.

Any saws or tools of our manufacture
not obtainable from your jobber will be
supplied direct by the factory, provided
the name of the jobber is mentioned,
through whom they will be invoiced.

HENRY DISSTON & SONS, Inc.
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SPECIAL attention is called to new goods added to the standard
line in this new PRICE-LIST of JANUARY, 1918, the merits
of which are fully established with the trade and mechanics generally.

Our desire is to impress upon the Trade and all Users, that in
addition to the most complete line of Saws manufactured, there is a
large variety of Carpenters’, Bricklayers” and other Mechanics’ Tools
of that same “HIGH DISSTON STANDARD”—making these
TOOLS the same VALUED ASSET to the Merchants’ Stock as
DISSTON Saws.

HENRY DISSTON, prior to 1855, imported all the steel used
by him in the manufacture of DISSTON Saws; in that year he built
and operated his own CRUCIBLE STEEL PLANT, where, employ-
ing his wide knowledge of SAW requirements, he carefully investi-
gated and experimented, until he discovered a formula which enabled
him to produce the finest SAW STEEL in the WORLD. From time
to time thereafter other formulas were developed and thoroughly
tested for the respective needs of other TOOLS bearing the BRAND
of DISSTON. This Steel Plant, the first and for a long time the
only CRUCIBLE SAW STEEL Plant in the United States, has been
continued by HENRY DISSTON & SONS. The improvement of
efficiency and output has kept pace with the increasing requirements
of SAWS, TOOLS, FILES, KNIVES, Etc.

In the quality of STEEL, therefore, lies the first of a series of
reasons for the continued wonderful efficiency of the DISSTON
BRAND GOODS.

The plant of HENRY DISSTON & SONS was established in
1840, and now consists of 61 acres, 64 buildings in which 3600 em-
ployees are at work, progression being strikingly shown by the
up-to-date buildings, sanitary appliances and the equipment which
consists of the latest improved machinery, many of which were
originated and built in the Disston Works.

These remarkable facilities guarantee the HIGHEST STAND-
ARD of QUALITY, and EFFICIENCY of all SAWS, TOOLS,
FILES, KNIVES, Etc., bearing the BRAND of DISSTON.

HENRY DISSTON & SONS
INCORPORATED
Keystone Saw, Tool, Steel and File Works
PHILADELPHIA, U. S. A.
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REG. U.S. PAT. OFF,

“KEYSTONE”

TRADE MARKS REGISTERED
U. S. PATENT OFFICE

N addition to the above, many of our other TRADE MARKS
and TRADE NAMES are REGISTERED in this and Foreign
Countries.

All persons are cautioned against using any of our Trade Marks
or Trade Names, except for the purpose of indicating that the goods
identified thereby were manufactured by us.

We also caution all persons against imitating the labels we
use to identify and describe the articles we manufacture.

HENRY DISSTON & SONS

INCORPORATED

January, 1918
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NOTICE

LL ORDERS from persons unknown to us must be accompanied
with cash or good commercial reference, unless the goods are
to be shipped C. O. D., in which case we require a deposit sufficient to
cover express charges both ways, as a guaranty that the goods will be
taken from the express office promptly on arrival. Shipments made
by parcel post to all parts of the United States and its possessions
in accordance with the rules of the Post Office Department, the
amount of postage will be charged net on invoice, not subject to
the cash discount.

REMITTANCES should be made by P. O. Money Order, Regis-
tered Letter, Draft on Philadelphia or New York, or by Express,
which will insure safe delivery. When sent by express, the charges
must be prepaid. Bills unpaid by the 20th proximo, will be drawn
for at sight.

PROPER SHIPPING INSTRUCTIONS should be given, to

prevent delay, expense and annoyance to customers.

ALL GOODS SHIPPED AT PURCHASER'S RISK AND INVOICED
AT CURRENT RATES WHEN SHIPPED

PRICES are F. O. B. cars or boat Philadelphia.

QUOTATIONS subject to change without notice, correction of
stenographic or typographical errors, and are contingent upon
accidents, strikes and other delays unavoidable or beyond our control.

WHEN SENDING SAWS FOR REPAIRS

THE NAME OF OWNER SHOULD APPEAR ON EACH in
order to identify it when received, thus avoiding delay. Mail us
full instructions for the work to be done, stating the hand, speed,
and feed of the mill, and shipping directions for the return of the saw.

MARK PACKAGE PLAINLY, TACONY, PHILADELPHIA, U.S. A.

HENRY DISSTON & SONS
INCORPORATED
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DISSTON CRUCIBLE STEEL

Our facilities for making and rolling crucible steel being more than adequate
for our own purposes, we are in position to furnish the trade with the following

classes:

DISSTON TOOL STEELS BEST TOOL
SPECIAL HIGH-SPEED STEEL EXTRA TOOL
SPECIAL TOOL STANDARD TOOL

DISSTON SAW AND SHEET STEELS
SPECIAL HIGH-SPEED MILLING

DISSTON MISCELLANEOUS STEELS

FILE STEEL PLIER STEEL
SCREWDRIVER STEEL HAMMER STEEL
AXE, HATCHET, CHISEL STEEL AUGER BIT STEEL
MAGNET STEEL CANT HOOK STEEL

SKATE STEEL
FORK AND HOE STEEL DIE STEEL
TROWEL STEEL MATTOCK STEEL

SPRING STEEL, ETC.

COLD-ROLLED STEEL  COLD-ROLLED HARDENED AND TEMPERED
COLD-ROLLED HARDENED, TEMPERED AND POLISHED

Prices quoted on application
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THE STANDARD NUMBER OF TEETH
IN CIRCULAR SAWS

Diameter | Cucoff | Rip Diameter | Cucoff Rip 1
3 72 30 36 60 32
4 80 36 38 60 32 3
5 90 36 40 |72 to 8032 to 36
6 90 36 42 |72 to 80|32 to 36
i 90 36 44 |72 to 80|32 to 36 For Steam Feed Mills of
8 90 36 46 S0 [32 to 40|| large capacity running Saws:
9 90 36 48 80 [32 to 40
10 7 30 50 80 (32 to 40|| 7500 800 Rev. 800 to 900 Rev.
12 60 32 52 90 " |32 to 50
14 60 32 54 90 132 to 50|
16 60 32 56 90 |32 to 50| 80 90
18 60 32 58 100 HO to 60| 80 90
20 60 32 60 100 40 to 60 80 90
22 60 32 62 e Ul easet i 80 90
24 60 32 64 120" et 80 90
26 60 32 66 120 90
28 60 32 68 126
30 60 32 70 130
32 60 32 72 130
34 60 32
Diametec | fach Saws | Bolters Fisers { Ty e ' G Retink Shingles Hading
12 32
14 32
16 36
18 36 36
20 & 36
22 36 i o o 36 to 50
24 40 32 72 i 36 to 50
26 40 32 72 % 36 to 50
28 e 32 72 = 36 to 50
30 %5 72 72 36 to 50
32 s 72 36 to 50
34 72 36 to 50
36 72 50 to 80 |60 to 100
38 80 50 to 80 (60 to 100
40 80 50 to 80 |60 to 100
42 80 80
44 T 80
46 80
L ISR ST s e S S et e i 90
SOE =l o s S S et o sl S Bl e O 90
L R A I e e e i 100
R R L e el Do 100
do A e e e L et A 100
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DISSTON MADE IN
STANDARD VARIOUS
PATTERNS SIZES
SLOTTED
RIM

ﬁ Adapted to any pattern

of Solid Tooth Saw, par-
The above cut illustrates various Styles of Teeth for Circular deularly circular Cut-oft
Saws. Allows for expan-
Saws. By referring to this when ordering, customers will be enabled sionand contraction of rim,
to indicate to us the style of tooth required; gauge or thickness per lessening risk of breakage.
list below.
3 For Croscutting Ripping or C Mitreing or C
SOLID TOOTH s. 2,4 5and 17 Nos. ll lZ l and 14 Nos. 1,6 and 8 No. 18

INSERTED The CHISEL 'IOOTH is the best form for general mill use. No. 10 is used principally on the Pacific
TOOTH: Coast. No. 16 is adapted for thin saws, re-sawing, etc. The AMERICAN, TRENTON, PROSSER,
DUNBAR znd GOULDING are styles formerly made by The American Saw Co.

DISSTON STANDARD GAUGE

CORRESPONDS EXACTLY WITH THE STUBBS' ENGLISH GAUGE

Decimals Fractional Millimeter Decimals Fractional Millimeter
Gauge of Inch Part of Inch Equivalent Gauge of Inch Part of Inch Equivalent

0000 454 11.53 17 .058 1-16 Scant 1.47

000 .425 B : 10.79 18 049 3-64 Full 1.24

00 .380 9.65 19 042 3-64 Scant 1.07

0 .340 22-64 Scant 8.64 20 .035 1-32 Full .89

1 .300 19-64 Full 7.62 21 .032 .81

2 284 9-32 Full 221 22 .028 .71

3 .259 17-64 Scant 6.58 23 .025 .63

4 .238 15-64 Full 6.04 24 .022 .56

5 .220 7-32 Full 559 25 020 =51

6 .203 13-64 Scant 5.16 26 018 .46

d 180 3-16 Scant 4.57 27 016 41

8 .165 11-64 Scant 4.19 28 014 .36

9 148 9-64 Full 3.76 29 .013 .33

10 st 1-8 Full 3 30 .012 .30

11 120 1-8 Scant 3.05 31 .010 25

12 109 7-64 2.71 32 .009 23

13 .095 3-32 Full 2.41 33 .008 .20

14 .083 5-64 Full 211 34 .007 18

15 .072 5-64 Scant 1.83 35 .005 13
16 .065 1-16 Full 1.65
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SAW-SETS

SPECIALLY ADAPTED FOR HAND SAWS, CROSS-CUT SAWS,
CIRCULAR SAWS AND ALL SMALL SAWS

Trade Mark
Registered
U.S. Pat. OFf.

¢“MONARCH”’

Adapted for Sctting Saws
Three-Quarter Inch
and Wider

Barff Finish

No. 2 (small).... .$8.00 per dozen Packed one-half dozen in box
No. 12 (medium). . e D U R Packed one in box
NO- 20 RTEeF 5 % s 1 sori | oy L) HECESEY Packed one in box

Trade Mark Registered
U. S. Patent Office

“TRIUMPH”’

Barff Finish
Polished Head
No. 8 (large).$18.00 perdoz. For Circularand Cross-cut Saws, 12 Gauge and lighter. Packed one in box.
No. 18 (med.). 15.00 < “  For Circularand Cross-cut Saws, 14 Gauge and lighter Packed one in box.
No. 28 (small). 11.00 “ “ For Hand Saws, Back Saws, Web Saws, Narrow Band Saws, etc. 10

points to the inch and coarser. Packed one-half dozen in box.
No.280(small) 11.00 “ “ For Hand Saws, Back Saws, Web Saws, Butcher Saw Blades, etc., from
10 to 16 points. Packed one-half dozen in box.

The idea embodied in this Saw-set is one that will commend itself to every user of a saw-setting tool. The principal feature
s the nee o two plungers operated by the two levers ot handles; pressure on the lower lever forcing plunger “D" against the
body of the saw, thus holding it rigidly in position and ing slipping, whilst a continuation of the pressure on the upper
lever operates plunger “C” in setting the tooth.

Pt e end powerful, and while it will perfectly set wide and heavy saws, it is also particularly adapted for
T e e as web saws, narrow band saws, etc. If the gauge “B” is properly adjusted, the resule will be a uniformity
of set that cannot be obtained by any other hand set. £ : )

Anther important poin s that the head of the set is made gpen, enabling the operator to quickly adjure the Saw-set to
he e eing in plain view at all times. The gauge “B"” for regulating depth of set has 2 wider bearing than in

O e s doinf away with the tendency to incline the tool to one side or the other, which would give an uncven set
o ek "The anvil “E" s fitced with four beveled surfaces, suitable for different sizes of teeth.

et ina fusc adjuse the anvil so that the bevel most suitabl for the size tooth to be set is brought into position; hang
the S B 5o, that the gauge “ B rests on the teech; adjust this gauge for the depth of set to be given by the ue
e et o 2 Yoe care not to g6 100 deeply into the body of the tooth, as all of the set should be in the point itself. | Tak-
o e 4 hold is lisble ¢ distort the body of the blade or break out the teeth. The top of plunger “C* should be on
line with the top,of tooth to be set. :

o e oD o f the best Hand Set ever put on the market, and a trial will convince anyone of ts superior merits. If
the inre et 5728 o adjusement are carried out the results will be entirely satisfactory to the operator.
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HAND-SAW JOINTER

SPECIALLY ADAPTED FOR HAND SAWS, NARROW BAND SAWS, ETC.

When the teeth of a saw become irregular in size it is absolutely necessary to dress them down
until all are of an equal height, and this should always be done before attempting to reset or sharpen
the saw. To facilitate this work and insure evenness we fully recommend the above Jointer, which
is simple in construction and readily adjusted.

Price, complete with file. ...$5.75 per dozen Extra Files....... $1.50 per dozen

Packed one-quarter dozen in box.

STAR SAW-SET
FOR HAND, BACK, BAND, WEB, WOOD AND SMALL GIRCULAR SAWS,
NOT THICKER THAN 18 GAUGE

Prominent among the advantages claimed for this set is that it can be oper-
ated by the foot by means of a treadle,
thus leaving the hands free to guide the
saw; or it can be used by striking on the
top with a light mallet.

A is the plunger, which can be operated
by a treadle attached to E, under the ma-
chine, and a slight tap with the foot will set
the tooth; B, the hammer or striking part;
C, the anvil; D, the movable gauge; F, the
screw to regulate the amount of set. The
striking part and the anvil, or portion which
receives the blow, are star-shaped, and
similar in construction. The points are all
of different sizes, and are numbered from 1
to 6, and are designed to set different
sized teeth. It will strike a blow as sharp
and effective as though done by a hammer,
and is the most useful and complete saw-set
that has ever been offered. If the saw is
hard, several blows should be given in set-
ting it. Raise the back of the saw from
the guide-screw F, when the first blow is
given, and gradually lower it with each blow
until the process is complete. With each
set is included a gauge for holding narrow
blades, such as Web saws, etc., in position
during operation of setting.
Bricesages: sz oo STy, $10.00 per dozen

Packed one-quarter dozen in box.
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SAW CLAMPS

No. 1
IMPROVED
BALL and SOCKET
CLAMP

By the use of this
clamp, a saw can be
held straight or at
any angle the oper-
ator may desire.
Length of jaw, 9 in.

No. 1. Japanned,
$11.00 per dozen.

No. 2. ]1p1nned
Length of jaw 93 in.
$9.00 per dozen.

ADJUSTABLE, No. 1 IMPROVED, No. 2

REVOLVING SAW-SET

No. 1, Large, $6.00 = No. 2. Smally 5475
per dozen per dozen

Packed one-half dozen in box

ADJUSTABLE, No. 4

Particularly adapted for use when filing
narrow band, web saws, etc. The sup-
porting arms are adjustable, and can be
regulated to suit the various widths of
saws to_be filed, the blade being ‘main-
tained in the same position throughout
and by slightly raising lever, can be
moved along.

No. 4. Japanned (]ength of jaw, 123
inChes)o .« s s iseies o ..518.50 per dozen
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SAW CLAMPS
HANDY, No. 5

Patented December 27 1910

FASTENED TO BENCH BY SCREWS
Length over all, 14§ inches.  Filing length of jaw, 13 inches. Weight, 33 1bs.

Noe.5. SJapanned. 27 3 R R e R $10.00 per dozen

HANDY, No. 6

Patented December 27, 1910

FASTENED TO BENCIH BY' SCREW LUGS

Same pattern and dimensions as No. 5 with the addition of screw lugs for fastening to bench.
These lugs fold closely to body of clamp. Weight, 5 pounds, 9 ounces.

NORO T apanhed S8 i S . o s 0 e $14.00 per dozen

The Handy Saw Clamp was designed with the particular view of making it light in weight and
at the same time strong and durable; to take up the least possible space and easily carried in a tool
chest.

The material is grey iron, the arches are reinforced to give the requisite strength where needed.
Tightened by means of the eccentric lever permits of quick and positive action. There being three
points of pressure on the jaw, proper contact with the blade is obtained along the entire length with-
out the use of rubber packing, which insures the holding of the saw-blade firmly and rigidly in position.

Packed one in pasteboard box
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SAW FILING GUIDE

Patented Dec. 12, 1893

ESPECIALLY DESIGNED TO ASSIST THOSE NOT SKILLED IN THE ART OF
SAW-FILING TO FILE A SAW CORRECTLY

DIRECTIONS

This cut shows a saw and the guide in proper position for filing. There are
three marks on the upper hub of the swivel attachment, and one mark on the
other. One of the three marks shows when it is in position for one side and the
other designates when it is in position for filing the other side. The third, or centre
mark, shows when it is in position for filing Rip Saws. To obtain the correct
position loosen the wing-nut and move the guide around to the point desired; after
tightening wing-nut, loosen screw in file handle and adjust the file for the shape
of tooth wanted.

A good way is to select a tooth of correct shape and let file down into it, tighten
set-screw in handle, then file a tooth to see if the shape suits. If not, turn the file
a little to the right or left and try another tooth until the proper shape is obtained.
Then file every other tooth. When one side is filed, reverse saw and attachment
and file the other teeth. For Rip Saws, place the file at right angles with the saw,
as mentioned above, and file every tooth. Always keep the file as nearly horizontal
as possible. USE A 53-INCH DISSTON SLIM TAPER FILE.

Length of jaw, 12% inches. Price includes Clamp, Filing Guide, File and
Handle.

D3 Guide and Clamp, complete -l LRl S $30.00 per dozen

Packed one in wooden box, weight 20 pounds
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Trade Mark Registered
U. 5. Patent Offce ]?)

SAW FILING GUIDE

Patented December 12, 1893.

For instructions as to use, see D3, page 120. Length of jaw, 93 inches. Price
includes D2 Guide, Clamp, File and Handle, complete. . .. .. ... $24.00 per dozen

Packed one in pasteboard box. Weight, 7 pounds each.
Where a heavier and stronger clamp is wanted, we recommend the D3,

STANDARD WIRE GAUGE, No. 5

NGy b THG A e R L e S Rl SRl B SR et $32.00 per dozen
Packed half-dozen in box.
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